
7 1

9 11 16 21 29 36 48
M16 M20 M25 M32 M40 M50 M63

9 11 16 21 29 36 48

M16x1,5 M20x1,5 M25x1,5 M32x1,5 M40x1,5 M50x1,5 M63x1,5

9 11 16 21 29 36 48

50 50 50 25 25 25 10
651.116.1 651.120.1 651.125.1 651.132.1 651.140.1 651.150.1 651.163.1

M16x1,5 M20x1,5 M25x1,5 M32x1,5 M40x1,5 M50x1,5 M63x1,5

9 11 16 21 29 36 48

50 50 50 25 25 25 10
651.116.2 651.120.2 651.125.2 651.132.2 651.140.2 651.150.2 651.163.2

9 11 16 21 29 36 48

9 11 16 21 29 36 48

50 50 50 25 25 25 10
650.109.1 650.111.1 650.116.1 650.121.1 650.129.1 650.136.1 650.148.1

9 11 16 21 29 36 48

9 11 16 21 29 36 48

50 50 50 25 25 25 10
650.109.2 650.111.2 650.116.2 650.121.2 650.129.2 650.136.2 650.148.2

9 11 16 21 29 36 48

9 11 16 21 29 36 48

50 50 50 25 25 25 10
650.309.3 650.311.3 650.316.3 650.321.3 650.329.3 650.336.3 650.348.3

Trade size mm
Fittings ISO

PG

A N A M E T   f i t t i n g s  f o r   t y p e   M . P . C .  e n   M . P . U .

ISO straight swivel fitting, male, type AD-M, nickel plated thread, IP 40

ISO  thread

For size MPC / MPU

Standard pack.     pcs.
Article No. grey

Anamet fittings for MPC and MPU
All  types fittings are made from PA6, temperature range -35°C till + 80°C.  Anamet fittings are limited on stock, for larger volumes please
notice a delivery time of 3 till 4 weeks.

ISO straight swivel fitting, male, type AD-KM, nickel plated thread, IP 54

ISO  thread

For size MPC / MPU

Standard pack.     pcs.
Article No. grey

PG straight swivel fitting, male, type AD, nickel plated thread, IP 40

PG  thread

For size MPC / MPU

Standard pack.     pcs.
Article No. grey

PG straight swivel fitting, male, type AD-K, nickel plated thread, IP 54

PG  thread

For size MPC / MPU

Standard pack.     pcs.
Article No. grey

Box connector, straight swivel fitting, male, type AD-H, IP 40

Size NW

For size MPC / MPU

Standard pack.     pcs.
Article No. grey


